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Release Notes:

V1.03 - 19 Nov 2024: Improvement in layout.

V1.02 - 15 Nov 2024: In new folder structure for Installation on site, including minor
improvements in wording.

V1.01 - Oct.29th 2024: Minor improvements in wording.

V1.00 - Nov.27 2023: Original release, based on instructions from the factory.
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Purpose and scope:

This procedure describes unpacking of the s-series kiosk with concrete base,
normally 2nd phase in the installation on site. Unpacking normally follows after
unloading the whole kiosk assembly from a lorry or similar
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Disclaimer:

For a complete understanding of installation on site, ensure you review all 7
phases of the on-site installation process, and the Health, Safety, Environmental
(HSE), legal, and insurance instructions.

It is mandatory to read and fully understand the separate instructions dedicated
to HSE, legal, and insurance requirements before proceeding.

Unpacking involves working close to a heavy object, with a high centre of gravity.

Before removing any slings, make sure that the kiosk assembly is level and rests securely on the
ground.
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1. Unpacking

NOTE: It is important to follow the instructions on how to open the crate/
packaging by removing screws, and not by breaking anything open by force.

Unscrew the screws on each side of the base. First one side, then the other.

In order to remove the wooden board in one piece, it is important to unscrew all
the screws.
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2. Unpacking, continued

in order to detach the footrest from the packaging, remove the two screws from
the metal plate.

First take one side, then the other side.

Pull the footrest completely out of the packaging and lay it next to the kiosk
assembly.
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3. Unpacking, continued

Uncrew the two screws on each side.

First you take one side. then you take the other.

Take out the wooden board in one piece.
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4. Unpacking, continued

NOTE: For the complete removal of the wooden board, unscrew the screws
completely and remove them.

The rear side of the base is now unpacked and ready.
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5. Unpacking, continued

Unscrew and remove the front crate from the upper kiosk assembly, six screws in
total.

There are 3 screws on each side, top, middle and bottom.

When all screws are removed, take off the plywood plate and put it aside.
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6. Unpacking, continued

Tilt the lower, wooden assembly and remove it from the concrete base.
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7. End

The kiosk assembly without crate now looks like this.
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Note:

Cleanup - Handling of waste, disposal and recycling is described in the last phase
of "Installation on site".
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